
With a full range of body sizes, from 9m3 to  
14m3, POWERTRAK MINI is small, compact  
and very nimble, so it’s ideal for areas  
where restricted access may be an issue. 
 
Ergonomically designed for ease of operation and  
maintenance and capable of handling bins from  
120 litres to 1,100 litres, POWERTRAK MINI is a  
great addition to any refuse collection fleet.

ADDITIONAL FEATURES

	» Full range of body sizes, from 9m3 to 14m3

	» Carriage plate cylinders mounted outside hopper area to 
keep refuse loading area clear 

	» Small, compact and very manoeuvrable

	» Hand loading can be achieved by lowering the rear drop 
down rave plate

	» Ergonomically designed for ease of operation and 
maintenance

 
POWERTRAK MINI, a flexible and versatile range of refuse collection vehicles.

Find out more about our POWERTRAK MINI, or book a demonstration vehicle,
contact us today on +44 (0)1383 823 625 or email salesinfo@hillendeng.com

POWERTRAK MINI

FLEXIBILITY & STRENGTH

WRAPPED UP IN A SMALL PACKAGE

KEY FEATURES
Max payload: 4-7.8T (approx)

Body capacity: 9-14m3

Gross vehicle weight: 12-18T

Max compacting ratio: 6:1

Cycle time: 20 seconds

Compatible with all EN840 containers



BODY CONSTRUCTION
Curved shaped one piece construction, rolled high tensile steel body for high strength and 
good aesthetic appearance
Concave shaped body floor to facilitate easy leachate collection and drainage

Body access door (fully interlocked) with step and grab handles

Body drainage gate with screw tap

HYDRAULIC SYSTEM
Low engine revs (speed up controlled by hydraulic services)

Double effect ejection plate cylinder

PTO mounted on the gearbox

Tailgate raising rams lock safety valves

Mineral hydraulic oil ISO VG46

TECHNICAL INFORMATION
Body external dimensions: L 3,000 - 4,150mm / W 2,150 - 2,300mm / H 1,600 - 2,050mm
Maximum working pressure: 180 - 200 bar
Engine revs during working phases: Low engine revs (speed up controlled by hydraulic services)
Refuse loading speed: 2.7 - 5.5 m3/min
Full body unloading time: 40 - 65 seconds
Body unloading system: Ejection
Equipment working system: Hydraulic

TAILGATE CONSTRUCTION
Compaction system composed by an articulated blade (carriage and packer plate), running into 
side guides by means of pads

Carriage plate cylinders mounted outside of the hopper area, keeping clear of the refuse loading area

Tailgate drainage gate with screw tap

FINISHING
Fully degreased & primed body finished in two pack water based paint one colour

Lighting in compliance with current regulations

ELECTRICAL SYSTEM
In compliance with UNI EN 1501-1 regulations

Electrical system with PLC

Body unloading electrical controls (tailgate and ejection plate)

Electrically controlled counter pressure system

2 x white lights for night operation

3 x amber rotating beacons

Engaged reverse speed alarm

3 x emergency buttons (2 on tailgate sides, 1 on tailgate closing box)

Safety double button tailgate closing control

Rescue button

Compacting cycle automatic stop when opening tailgate rear flap (manual loading)

Ejection plate safety automatic stop if tailgate is not completely raised

PTO connection safety controls

PTO engagement/disengagement electrical control

2 x operator-driver buzzers, one on each side of the tailgate

One automatic compaction cycle with tailgate raised to clean the hopper

Rear lights repeated on top of the tailgate (parking, stop, direction indicator, reverse, fog lights)

Rear camera with integrated CanBus monitor in cab

Find out more about our POWERTRAK MINI, or book a demonstration vehicle,
contact us today on +44 (0)1383 823 625 or email salesinfo@hillendeng.com


